DATE

.

SURVEYED

BY
CREATED

SURVEYED
CREATED
AREAS CHECKED

NOTE BOOKTEMPLATE
AREAS

SURVEY

FINAL

NO.

‘ TOTAL | SHEET
SECTION | COUNTY  |greers) No.
01-00014—01-BT MADISON | 160 | 11

TRAFFIC CONTROL

97223

DETOUR
OLD :TROY RD
GOSHEN ROAD
A LEGEND & NOTES
CLOSED |
DETOUR ,,
AHEAD DETOUR DETOUR DETOUR
. —) . ILOCA(I)_N&AFFICI ROAD
OLD TROY RD OLD TROY RD OLD TROY RD OLD TROY RD - - CLOSED
SUPPLIMENTAL PLATE
M4-9R & | (SPECIAL) 50 X 30° -
BLACéaLE?r(TEg; oN BLACK LETTERS ON e X 30"
S ORANGE BACKGROUND ~ ORANGE BACKGROUND
& ‘ AD CLOSED
ROAD \ RO
WHITE &, CLOSgD é—l ,Lv TO
[ OAR™ S | o THRU TRAFFIC
2 SUPPLIMENTAL PLATE ~ SUPPLIMENTAL PLATE . '
© 24" X 24" 24" X 24 R11—4
W20—3 BLACK LETTERS ON  BLACK LETTERS ON 60° X 30"

48" X 48" ORANGE BACKGROUND  ORANGE BACKGROUND

W/ LOW INTENSITY
FLASHING LIGHTS

CONSTRUCTION LIMITS

RIDGEVIEW ROAD

NOTES:

1. THE CONTRACTOR SHALL PLACE WARNING SIGNS IN ADVANCE OF THE PROPOSED
REMOVAL AREA STATING THE ANTICIPATED DATES OF ROAD CLOSURE. THIS
SIGN SHALL BE PLACED ONE WEEK PRIOR TO ROAD CLOSURE.

2. ALL TRAFFIC CONTROL DEVICES SHALL BE FLUORESCENT.

STAGGERED TYPE Ill BARRICADES 3. LOCATION OF TRAFFIC CONTROL DEVICES SHALL BE APPROVED BY THE ENGINEER
W/ ROAD CLOSED SIGN R11-—-4 PRIOR TO PLACEMENT

& LOW INTENSITY FLASHING LIGHTS '
BARRICADES PLACED IN 4. ALL ITEMS SUCH AS SIGNS, POSTS, BARRICADES, ETC. REQUIRED TO COMPLETE TRAFFIC

ACCORDANCE WITH STD 702001 CONTROL AS SHOWN ON THE PLANS AND AS DIRECTED BY THE ENGINEER FOR THIS
LOCATION SHALL BE INCLUDED IN THE COST FOR TRAFFIC CONTROL AND PROTECTION

ROAD
CLOSED
500 FT,

OLD TROY RD X

FALCON CREST DR

COTTONWOOD RD

ROAD
CLOSED
1000 F

DAIE

BY

AREAS CHECKED

SURVEYED

PLOTTED
AREAS

SURVEY
NOTE BOOKTEMPLATE

ORIGINAL
NO.

ROAD CLOSED (SPECIAL), LOCATION 2.
TO
THRU TRAFFIC 5. THE CONTRACTOR SHALL NOTIFY THE ENGINEER, THE VILLAGE OF GLEN CARBON AND THE
SETOUR c?.gggo DETOUR CITY OF EDWARDSVILLE TWO WEEKS PRIOR TO THE ANTICIPATED ROAD CLOSURE.
& ROAD AHEAD oD TROY RD | | 6. THE ROAD MAY NOT BE CLOSED UNTIL THE BOX CULVERT IS DELIVERED ON SITE
OLD TROY RD CLOSED AND IS READY TO BE INSTALLED. | |
CHEAD 7. ALL TRAFFIC CONTROL DEVISES SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE

r, | LATEST EDITION OF THE "MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES”.
| ] 8. ROAD CLOSURE SHALL NOT EXCEED 30 CALENDAR DAYS UNLESS ADDITIONAL TIME IS

ROAD '\ MONT ROAD GRANTED BY THE ENGINEER. |

CLOSED
TYPE Il BARRICADES NAHEAD /
W/ ROAD CLOSED SIGNS R11-2 DETOUR DETOUR
& LOW INTENSITY FLASHING LIGHTS — &
BARRICADES PLACED IN | <—] OLD TROY RD OLD TROY RD

ACCORDANCE WITH STD 702001

CLOSED
500 FT,

ROAD
CLOSED
1000 F

SCHEDULE OF QUANTITIES

TRAFFIC CONTROL AND PROTECTION
(SPECIAL), LOCATION 2 EACH 1

LOCAL TRAFFIC
ONLY

Z

OLD TROY ROAD

EAST/WEST
MAINTENANCE OF TRAFFIC

NOT TO SCALE
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